
• Discuss group objectives
Create a forum/discussion group to share information on

Hardware
Beam line characteristics
CCD cameras/Scintillator screens
Sample mounting
Stages

Software
Experiment control software
Reconstruction code
Data: format, archival, distribution …

Problems
User sharing

• Define and document available tomography resources at the APS
Define: Presentations 
Document: Connect web pages ?

• Future meeting schedules
• Presentation: 2BM setup













• Scintillator
• CdWO4 10 x 10 x 0.5 mm polished
• CdWO4 10 x 10 x 0.3 mm cleaved
• CdWO4 25 x 25 x 0.5 mm
• YAG:Ce film 1 �m on undoped YAG 10x10 mm x 100 �m substrate
• YAG:Ce film 5 �m on undoped YAG 10x10 mm x 300 �m substrate





Automatically collect and reconstruct a tomography data set. This includes: 
• Setup (beam line specific parameters, sample, GU proposal, user info)
• Data Acquisition (control of CCD camera, sample stages, robot, beamline shutter)
• Prepocessing
• Reconstrution (cluster configuration) 
• Postprocessing

Generate an electronic log for the experiment 

Tomography Experiment Control Software Functions



Setup



Setup



Data Acquisition



Reconstrution



Generate an electronic log for the experiment 
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Prism 
* NFS 6.4->7.2 
** Soft RAID 
*** HW RAID 
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• Custom 3D rendering tools
• Post reconstruction data analysis
• …

• Phase-Contrast Tomography Techniques
• Reconstruction algorithms
• Local Tomography Problem

• Sample Changer integration in the beam line software


